
Surface: Grass
EN 748:2013, BS 8461:2005+A1:2009

Manufactured by  (Unknown)

Surface: Grass

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

Risk level:

Medium

Risk score as
low as possible

No remedial
tasks
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Cableway

Standards: Surface: Grass
EN 1176-1:2017, EN 1176-4:2017

Manufactured by  (Unknown)

Surface: Grass

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

Innate risk level Ac
tu
al
 ri
sk
 le
ve
l

Risk level:

3

Remedial tasks:
5

Medium

Potential risk score
reduction:

Cap missing.

Finding Photos

Tasks
Replace.

Description

4

Risk score:

Risk level:

Low

Maintenance Finding
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Medium

Maintenance Finding
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Very low

Chain sleeve and buffer spring.

Note

Maintenance Finding

There are natural splits / shakes in the timbers.

Finding Photos

Tasks
Monitor and sand back any splintered edges as required.

Description

4

Risk score:

Risk level:

Low

Maintenance Finding
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Primary Items

EN 1270:2005, EN 15312:2007+A1:2010

Manufactured by  (Unknown)

Surface: Tarmac

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

In
na

te
 ri

sk
 le

ve
l Actual risk level

Risk level:

2

Remedial tasks:
2

Medium

Potential risk score
reduction:

Additional comments are noted below.

Finding Photos

Tasks
Read the notes for further action.

Description

10

Risk score:

Risk level:

Medium

Backboard appears loose when the post is wobbled. Investigate further.

Note

Maintenance Finding
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Primary Items

Surface is uneven.

Finding Photos

Tasks
Read the notes for further action.

Description

6

Risk score:

Risk level:

Low

The weed growth is disrupting the surface, making it very uneven. Remove weeds
and repair surface.

Note

Maintenance Finding
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Primary Items

Surface: Grass Matting
EN 1176-1:2017, EN 1176-5:2019

Manufactured by Tayplay Ltd

Surface: Grass Matting

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

In
na

te
 ri

sk
 le

ve
l Actual risk level

Risk level:

Remedial tasks:
1

Low

Risk score as
low as possible

Very low

Monitor.

Note

Maintenance Finding
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Primary Items

Agility Trail

Standards: Surface: Grass
In

na
te

 ri
sk

 le
ve

l Actual risk level

Risk level:

1

Remedial tasks:
4

Low

Potential risk score
reduction:

Cap missing.

Finding Photos

Tasks
Replace.

Description

4

Risk score:

Risk level:

P8



Primary Items

Bolt cap damaged.

Finding Photos

Tasks
Replace.

Description

5

Risk score:

Risk level:

Low

Replace.

Note

Maintenance Finding
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Primary Items

There are natural splits / shakes in the timbers.

Finding Photos

Tasks
Monitor and sand back any splintered edges as required.

Description

4

Risk score:

Risk level:

Low

Maintenance Finding
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Primary Items

Swing - Basket

Standards: Surface: Wet Pour
EN 1176-1:2017, EN 1176-2:2017

Manufactured by A E Evans Ltd

Surface: Wet Pour

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

In
na

te
 ri

sk
 le

ve
l Actual risk level

Risk level:

Remedial tasks:
1

Medium

Risk score as
low as possible

Shrinkage / separation of the surface. This may give a trip hazard.

Finding Photos

Tasks
Re-glue and fill gaps and joints as necessary.

Description

3

Risk score:

Risk level:

Very low

Maintenance Finding
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Primary Items

Surface: Wet Pour
EN 1176-1:2017, EN 1176-6:2017

Manufactured by  (Unknown)

Surface: Wet Pour

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

In
na

te
 ri

sk
 le

ve
l Actual risk level

Risk level:

Remedial tasks:
1

Low

Risk score as
low as possible

Shrinkage / separation of the surface. This may give a trip hazard.

Finding Photos

Tasks
Repair.

Description

3

Risk score:

Risk level:

Very low

Maintenance Finding
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Primary Items

Surface: Wet Pour
EN 1176-1:2017

Manufactured by A E Evans Ltd

Surface: Wet Pour

The item is not compliant with the requirements of the relevant
standards.  The surfacing meets with the requirements of the relevant
standards.

In
na

te
 ri

sk
 le

ve
l Actual risk level

Shrinkage / separation of the surface. This may give a trip hazard.

Finding Photos

Tasks
Re-glue and fill gaps and joints as necessary.

Description

3

Risk score:

Risk level:

Very low

Maintenance Finding
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Primary Items

Fixtures loose or missing.

Finding Photos

Tasks
Tighten.

Description

3

Risk score:

Risk level:

Very low

Maintenance Finding

Laminate damaged.

Finding Photos

Tasks
Rub down and treat damaged edges.

Description

3

Risk score:

Risk level:

Very low

Maintenance Finding
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Primary Items

Timber is decayed.

Finding Photos

Tasks
Replace affected parts.

Description

5

Risk score:

Risk level:

Low

Maintenance Finding

The free space and / or falling space contains obstacles or equipment parts that
are not permitted.

Finding Photos

Tasks
Read the notes for further action.

Description

4

Risk score:

Risk level:

Low

Monitor.

Note

Standard Compliance Finding
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Primary Items

Swing - Mixed - 1 Bay 1 Junior 1 Toddler
Seat

Standards:
EN 1176-1:2017, EN 1176-2:2017

Manufactured by A E Evans Ltd

Surface: Wet Pour

The item and its surfacing (where applicable) meet with the
requirements of the relevant standards.

In
na

te
 ri

sk
 le

ve
l Actual risk level

Risk level:

Remedial tasks:
2

Low

Risk score as
low as possible

Corrosion in cradle seat top frame could lead to sudden failure of the seat.

Finding Photos

Tasks
Investigate and replace as necessary.

Description

6

Risk score:

Risk level:

Low

Maintenance Finding
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Primary Items

Shrinkage / separation of the surface. This may give a trip hazard.

Finding Photos

Tasks
Re-glue and fill gaps and joints as necessary.

Description

4

Risk score:

Risk level:

Low

Maintenance Finding
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The risk scores are calculated by plotting the likelihood of harm against the severity of the 
injury sustained.  The likelihood is given a score of 1 to 5, and the severity is given a score of 
1 to 5.  In doing this a matrix is produced which gives a numerical assessment of the risk on 
a score of 1 to 25, and a judgement is made as to which risks are low, which are medium 
and which are high.    Risk scores may be adjusted in the light of experience and therefore 
may not be exactly as per the table.  For example, a score of 7 may be noted. 
 
Risks are calculated in this way: 
 

1. An assessment of the likelihood of harm taking place is made using the numbers 1 to 
5, by following these descriptions: 

a. 1 = Rare 
b. 2 = Unlikely 
c. 3 = Moderate 
d. 4 = Likely 
e. 5 = Certain 

2. An assessment of the severity of the injury sustained is made using the numbers 1 to 
5, by following these descriptions: 

a. 1 = Insignificant 
b. 2 = Minor 
c. 3 = Moderate 
d. 4 = Major 
e. 5 = Catastrophic 

3. The two numbers are multiplied to give a risk score on a scale of 1 to 25. 
4. Scores of 1 to 7 inclusive are considered to be low risk and are considered to be 

tolerable where this is the innate risk of the item, but where remedial works are 
identified these should be undertaken, 

5. Scores of 8 to 12 are considered to be medium risk and some control measures may 
be identified to reduce the risks to low, tolerable levels, 

6. Score of 13 and above are considered to be high risk and urgent action is considered 
to be necessary to reduce the risks to tolerable levels. 
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It is important to note that where an outcome is catastrophic, but for which the likelihood is 
rare this will present a score of 1 x 5 = 5 = low risk.  Similarly, a certain event for which the 
consequence is insignificant will present a score of 5 x 1 = 5 = low risk.  It is important to 
consider likelihood and consequence, and not just one of the factors in isolation. 
 
The multiplication of the factors into a risk matrix is given here in Table 1, with a judgement 
made as to risk scoring indicated by colour. 
 
Green = LOW risk, Amber = MEDIUM risk, Red = HIGH risk. 
 
Table 1 – Risk Score Matrix 

 Severity 
 
L 
i 
k 
e 
l 
i 
h 
o 
o 
d 

 1 
Insignifi-
cant 

2 
Minor 

3 
Moderate 

4 
Major 

5 
Catastro-
phic 

1 = Rare 
 

1 
LOW 

2 
LOW 

3 
LOW 

4 
LOW 

5 
LOW 

2 = Unlikely 
 

2 
LOW 

4 
LOW 

6 
LOW 

8 
MEDIUM 

10 
MEDIUM 

3 = Moderate 
 

3 
LOW 

6 
LOW 

9 
MEDIUM 

12 
MEDIUM 

15 
HIGH 

4 = Likely 
 

4 
LOW 

8 
MEDIUM 

12 
MEDIUM 

16 
HIGH 

20 
HIGH 

5 = Certain 
 

5 
LOW 

10 
MEDIUM 

15 
HIGH 

20 
HIGH 

25 
HIGH 
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Inspection Scope 
The inspections are undertaken using the RPII’s inspection scope. 
 
Compliance with Standards 
Inspections are undertaken with reference to the appropriate standards, which are listed 
next to each item.  Compliance with these standards is not mandatory in law, but it is useful 
to know whether items comply or not.  If we think a change is needed, then this is noted in 
our report.  Non-compliance does not necessarily mean that a change is needed.  Where a 
standard is undated the current version is applied, unless overlap periods are allowed by the 
standards committee at the time of update.  The information provided herein is to assist the 
owner/operator to fulfil its responsibilities as detailed in the relevant standards.  Other 
standards referenced within the listed standards do not form part of this inspection, unless 
they are also explicitly listed here. 
 
The listed standards are relevant to all installations of equipment which are publicly 
accessible, including public parks, pay to play parks, schools, nurseries, public houses, 
holiday parks, indoor play centres, farm parks and the like.  All equipment used in publicly 
accessible areas should meet with the requirements of the relevant listed standard. 
 
Additionally, EN 1176-7 provides guidance on installation, inspection, maintenance and 
operation to owners/operators of equipment and ancillary items.  In the United Kingdom 
the National Foreword forms an important part to the understanding and implementation 
of the recommendations set out in EN 1176-7.  It clarifies the application of the document 
within the UK as best practice guidance, as the document has been used since its initial 
publication.  Therefore the EN 1176-7 contains no requirement in the UK and needs to be 
read and implemented as guidance, with the use of the terms ‘shall’ therefore becoming a 
recommendation, as in the term ‘should’. 
 
Domestic equipment falls outside the scope of standards for publicly accessible spaces.  
Domestic play equipment has its own standard (BS EN 71 – Safety of Toys).  Where domestic 
equipment can be identified this will be acknowledged in the report, but compliance may be 
assessed to the applicable standard relating to publicly accessible equipment. 
 
When water play items, including spray parks, are inspected any comments concerning 
compliance within the inspection will refer to EN 1176.  We have not assessed these against 
the requirements of EN 17232 (Water play equipment and features). 
 
Compliance with standards is not always a clear-cut thing.  Some interpretation can be 
needed, and our interpretation may differ from the interpretation of others.  In some cases, 
we may decide not to note non-compliance in cases where we think it may mislead or be 
unhelpful so to do. 
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The owner/operator should have a ‘design risk assessment’ provided by the 
manufacturer/designer of the area for the equipment and location in which the 
facility is installed. 
We have inspected without dismantling or destruction and so some aspects of the relevant 
standards may not be testable on site. 
The operator is responsible for managing risks of their provision and is required by 
law to carry out a ‘suitable and sufficient assessment’ of the risks associated with a 
site or activity and this inspection shall be considered as contributing to the 
operator's discharge of this responsibility. 
 
Exposure to Risk 
Exposure to acceptable levels of risk and challenge is essential to children’s development 
and allows them to exercise their right to play.  Therefore, it can be judged that levels of risk 
above low risk can be acceptable.  The risk scores shown allow the operator to make a 
judgement after first considering the benefit of the activity to which the risk score relates. 
 
Ownership 
There may be cases where we report issues that are not the site owner’s responsibility.  It is 
not necessarily possible for us to determine who owns what, and in any case we need to 
bring all risks to your attention if they can affect the safety of the site’s users. 
Contemporaneous Findings 
Our report shows the findings at the time of inspection.  Subsequent events may affect the 
condition of the site.  Suggested remedial actions are based upon our knowledge and 
experience.  The owner/operator should seek the advice of the manufacturer or a 
competent person when undertaking repairs and/or modifications to equipment.  
 
Timber 
Where timbers are set into the ground it is not always possible to determine levels of decay.  
The owner/operator should ensure it conducts appropriate inspections to identify decay 
before it becomes a problem. 
We can undertake more in-depth testing of your playground timbers using resistance 
penetration. 
Timber is known to decay from the inside out.  This makes it very important that you ensure 
proper testing and inspection is undertaken of your playground timbers, especially where 
defects may be hidden inside the structures.  Testing using resistance penetration can help 
to identify defects before they become outwardly apparent, but can also confirm the 
condition of good timbers to prevent premature replacement with its associated costs. 
The testing is undertaken using a specialist machine, which uses electronically controlled 
drill resistance measurement.  The drill is fine enough that it does not cause permanent 
damage to reduce the lifespan of the equipment. 
Please contact us for pricing and further information. 
 
Planting and Trees 
Where planting or trees are mentioned in our report, please be advised that we do not 
undertake any arboricultural, horticultural or toxicological assessment of suitability or 
condition.  You must ensure you undertake suitable inspections from an appropriate expert. 
 




